
 

OMNITRONIC UHF-E Series Bodypack 823.6MHz + Lavalier Microphone
Bodypack transmitter with lavalier microphone for UHF-E receivers

Art. No.: 13063330
GTIN: 4026397700817

Logistic

EAN / GTIN: 4026397700817

Weight: 0,21 kg

Length: 0.24 m

Width: 0.10 m

Heigth: 0.04 m

Features:

- Sensitivity adjustable
- Powered by a battery/battery pack
- Operating range up to 60m with line-of-sight
- UHF 823 - 832 MHz License-free and approved in large parts of Europe
 microphone
- Polar pattern: Cardioid

Technical specifications:

Type: Bodypack with microphone

Power supply: 3V DC

Power connection: Battery/battery pack

Battery: 2 x Mignon (AA)  (not included)

THD: <0.1 % at 1 kHz

Range: Up to 60m with line-of-sight

Frequency band: UHF 823 - 832 MHz

Carrier frequency: 823.6 MHz

RF power output: 10 mW

Modulation: FM

Frequency selection: Fixed frequencies
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Connector type: Mini XLR (M) 3-pin mounting version

Housing color: Black

Status LED: Charge status indicator

Color code: CH A= red,

Switch: On/off switch

Material: Plastic

Dimensions: Width: 6.8 cm

 Depth: 2.3 cm

 Height: 10 cm

Weight: 0.14 kg

Type: Lavalier microphone

Cable length: 0.95 m

Capsule type: Condenser

Polar pattern: Cardioid

Material: Metal

Color: Black

Scope of delivery:

1 x transmitter
1 x microphone
2 x battery
1 x user manual
1 x declaration of conformity
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